


Argonaut® Tflex-G615™ Specifications 

Package with:   
   
Merlin-MX4  Interlink RF Wireless Mouse 

Rugged Mount-Marine Ready! 

World’s Smallest Pentium 4 CPU! 

Argonaut® 
Waterproof 

Skin! 

Argonaut Computer, Inc.  ·  tel/858.456.8550 or 800.967.4287   ·  fax/858.454.9224   ·  www.argonautcomputer.com 

Display Type TFT Active Matrix Tflex™ LCD; VIS:  15” (38.1cm), Diagonal; Hard Coat, Anti-glare, Sunlight Readable 

Display Area 304mm x 228mm 

Enclosure/Finish Aluminum/Gray Powder Coated 

Sunlight Brightness 2000+ cd/m2¹ 

Ambient Backlight Brightness 350 cd/m2 (typ) 

Response Time 16ms (typ) 

Viewing Angle Horizontal:  120 Degrees; Vertical:  100 Degrees 

Compatibility VESA, XGA, SVGA, VGA; Mac® Equipped with VGA Port 

Scanning Frequency Horizontal:  30K~63KHz; Vertical:  55~75Hz 

Pixel Frequency 80MHz 

Maximum Resolution 1024x768@75Hz 

Color 16 Million 

Signal Input Video:  0.7V;-p, RBG Analog; Separate Sync:  TTL Level; H/V Sync:  Positive/Negative 

Connectors/Cable Lengths Standard VGA, Power, Waterproof Rating IP67/10 feet 

Power Source 100~240VAC, 50/60Hz, Optional 11~16V DC/DC Converter 

User Control 
OSD Function 
 
Language Supported 

Auto Adjust, Left/Brightness, Power, Right/Contrast, Menu 
Contrast, Brightness, Focus, Clock, H/V Position, Color Temperature, Auto Config, OSD 
H/V Position, OSD Timeout, Language, Information, Reset, Exit 
English, French & Spanish 

Operating Temperature 0-50°C 

Water Resistance NEMA 4 

Dimensions (WxHxD) 14.625 (371.48mm) x 11.625 (295.28mm) x 1.35 (34.28mm) 

Weight 6lbs 

Mounting Options Surface Mount (template provided), Optional RAM Mount 

Options/Accessories Single Video, Dual Video, DVI Input Component, RAM Arm, 25’ or 50’ cable 

Note:  The specifications and pictures are subject to change without notice. 
¹Brightness equivalent in direct sun. 


